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STANDARDS

IEC 60726

SINGLE-PHASE TRANSFORMERS
TRANSFORMERS
POWER TRANSFORMER
Single-phase power isolating transformers dry type. Intended for change of voltages with galvanic isolation and/or attenuation of 
line disturbances.Manufactured with electrical steel with low losses and copper windings. On request we can manufacture transfor-
mers with other voltages, with taps, electrostatic screen, with thermal switch, etc.
www.df-sa.es/transformers/single-phase/TR22/

TECHNICAL

PRI VOLTAGE 230V
SEC VOLTAGE 230V
THERMAL CLASS B
MAX AMBIENT TEMPERATURE 40°C
FREQUENCY 50/60 Hz
CLASS I
PROTECTION INDEX IP00 & IP23
DIELECTRIC STRENGTH PRI-SEC > 4 kV

NATURAL AIR COOLING
OTHERS CHARACTERISTICS ON REQUEST

POWER REFERENCE DIMENSIONS WEIGHT

(kVA) (mm) (kg)

A B C D E F

1,3 62N0013000 163 160 245 98 115 8 17,0
1,6 62N0016000 163 165 245 98 120 8 19,0
2,0 62N0020000 163 175 245 98 130 8 21,5
2,5 62N0025000 163 195 245 98 150 8 25,5
3,0 62N0030000 200 200 290 120 140 10 34,0
3,5 62N0035000 200 210 290 120 150 10 38,0
4,0 62N0040000 200 220 290 120 160 10 42,0
5,0 62N0050000 200 240 290 120 180 10 48,0
6,3 62N0063000 250 250 350 150 180 12 67,0
8,0 62N0080000 250 270 361 150 200 12 79,0
10 62N0100000 250 300 361 150 230 12 95,0

12,5 62N0125000 300 300 421 180 220 12 108
16 62N0160000 300 320 421 180 240 12 126
20 62N0200000 300 340 421 180 260 12 150
25 62N0250000 350 360 493 210 270 12 180

31,5 62N0315000 350 370 493  210 280 12 210
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Dimensions may slightly vary according the voltages
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